
BUTTERFLY DAMPER VALVE
heavy duty type
AS-AMM 708

APPLICATIONS

- fluids: air, gas and fumes
- incineration plants
- power plants
- biomass and biogas
- steel industry
- glass industry
- cement plants
- air pollution and filtration
- renewable power plants
- heat recovery systems
- boilers and burners
- petrochemical and chemical industry
- air and climate technology
- thermal oxidation and regeneration plants

WORKING CONDITIONS

maximum working temperature up to 1000°C 
maximum working pressure up to 5 bar
(depending on material and size)
 
    

TECHNICAL CHARACTERISTICS

- ON/OFF or modulationg service
- diameter range from DN 150 to DN 3000 
- WAFER or FLANGED PN 6, PN 10, ANSI 150, 
  BUTT WELD or according to customer drawing
- tightness class I, II and III according to FCI 70-2 (ex ANSI B16.104)
- operated by handlever, pneumatic or electric actuator
- material: based on temperature and customer request

KEY FEATURES

- high switching frequency
- high pressure
- robust construction for demanding operating conditions
- double shaft
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valve material

DN CLASS VALUE (FCI 70-2)

150 - 200

250 - 1500

I

II

relative tightness

<0,5% Kvs

- - -

DN CLASS VALUE (FCI 70-2)

150 - 1500

-

I

-

relative tightness

-

- - -

DN CLASS VALUE (FCI 70-2)

150 - 200

250 - 1000

II

III

<0,5% Kvs

<0,1% Kvs

1100 - 1500 III/IV <0,05% Kvs

DN CLASS VALUE (FCI 70-2)

150 - 200

250 - 1000

II

III

<0,5% Kvs

<0,1% Kvs

1100 - 1500 III/IV <0,05% Kvs
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metal to metal seat

no seat

soft sealing with braid

soft sealing with elastomer

body and disc material seat and packing material

BODY STYLES

flanged F wafer W butt weld B

SEAT STYLES
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 We reserves the right to make changes to its products at any time  
*Torques without safety factor (for size increased by 25%)  
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open/close mechanical indicator  

Upper shaft  
- AISI 316 

Disc  
- Carbon steel  
- S355JOWP (Corten A) 
- AISI 304 
- AISI 316 

Lower shaft  
- AISI 316 

Body  
- Carbon steel  
- S355JOWP  

(Corten A) 
- AISI 304 
- AISI 316 
 

Push packing 
- AISI 304 

Packing braid  
- Grafite 
- PTFE 
- Fiberglass  

Bracket 
- Carbon steel  

Bushing  
bearing for amm 708  

Bushing support  
- AISI 304 

Bolting 
- Inox grade A4 

Bushing support  
- AISI 304 

 

Support  
- AISI 316 

Bolting 
- Inox grade A2 

Push packing 
- AISI 304 Bolting 

- Inox grade A2 

Packing braid  
- Grafite 
- PTFE 
- Fiberglass  

Bushing  
bearing for amm 708  
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